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Pressurization System: Cabin Pressure Control (CPC) Units and Cabin Pressure
Control Panel (CPCP) Deficiency

9 April 2009

Bombardier Inc. Models:

CL-600-2C10. Serial Numbers 10003 through 10260
CL-600-2D15 and CL-600-2D24, Serial Numbers 15001 through 15095

As indicated below, unless already accomplished.

During testing, it was discovered that when the outflow valve (OFV) manual mode
connector is not connected, lhe manual mode molor and allitude limitation are not
properly lesled. Consequently, a disconnect of the OFV manual mode and/or a related
wiring failure could potentially result in a dormant loss of several CPC backup/safety
functions, including OFV manual control, altitude limitation, emergency depressurization
and smoke clearance. This deficiency is applicable to CPC units, Part Number (P/N)
GG670-98002-3 and -5, and CPCP, Part Number GG670-98001-5, -7 and -9.

This directive mandates an interim repetitive check of the OFV manual mode motor and
altitude limitation functions, followed by modification (software update) of the CPC units
and the CPCP.

Part I: Repetitive Check of the Pressurization System - Manual Mode Motor and
Altitude Limitation.

Within 450 hours air time after the effective date of this directive and, subsequently, no
later than every 450 hours air time until Part III of this directive is accomplished:

Check the manual mode motor and altitude limitation, in accordance with the
Accomplishment Instructions in Part A of Bombardier Alert Selvice Bulletin (ASB)
A670BA-21-022, dated 3 August 2006, or later revisions approved by the Chief,
Continuing Airworthiness, Transport Canada.

Part II: Software Update - CPC Units

Within 4500 hours air time after the effective date of this directive:

Remove, modify, re-install and test both CPC units (see Note 1), in accordance with the
Accomplishment Instructions in Part a of Bombardier ASa A670BA-21-022, dated
3 Augus12006, or later revisions approved by the Chief, Continuing Airworthiness,
Transport Canada.

Noles:
1. As an alternative to removing, modifying and re-installing lhe existing

parts, already modified CPC units, Part Number GG670-98002·7, may be
installed.
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2. Part II may be conducted separately from Part III of this directive but is a
pre-requisite 10Part III.

Part III : Software Update - CPCP

Within 4500 hours air time after the effective date of this directive:

Remove, modify, fe-install and lest the ePG? (see Note 1), in accordance with the
Accomplishment Instructions in Part C of Bombardier ASS A670BA-21-022, dated
3 August 2006, or later revisions approved by the Chief, Continuing Airworthiness,
Transport Canada.

Notes:
1. As an alternative to removing, modifying and re-instaning the existing part,

an already modified CPCP, Part Number GG670-98001-11, may be
installed.

2. Part II is a pre-requisite to Part III of this directive.

Authorization: For Minister of Transport, Infrastructure and Communities

Eric lucas
Acting Chief, Continuing Airworthiness

Contact: Mr. Richard Topham, Continuing Airworthiness, Ottawa, telephone 613·952-4428,
facsimile 613-996-9178 or e~mail richard-1opham@tc.gc.ca or any Transport Canada
Centre.
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